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SIGNA'(‘YEL(E(Ex: 3 g g'gg 5766'255 TRAFFIC SIGNAL POST, GALVANIZED STEEL 14 FT. EACH 1
(GREEN) 3 5 0‘25 33‘75 TRAFFIC SIGNAL POST, GALVANIZED STEEL 16 FT. EACH 3 CABLE PLAN
ARROW 3 B 010 5e TRAFFIC SIGNAL POST, GALVANIZED STEEL 18 FT. EACH 1 LADLL FLAN
- - SIGNAL HEAD, LED, 1-FACE, 3-SECTION, MAST-ARM MOUNTED EACH 3 (NOT TO SCALE)
PED. SIGNAL 4 25 1.00 100.0 L
CONTROLLER . o 00 1000 SIGNAL HEAD, LED, 1-FACE, 3-SECTION, BRACKET MOUNTED EACH 2
LUV, SICN - > 0'05 = SIGNAL HEAD, LED, 1-FACE, 5-SECTION, BRACKET MOUNTED EACH 3 THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR
oF0 Sy STEN =5 50 . SIGNAL HEAD, LED, 1-FACE, 5-SECTION, MAST-ARM MOUNTED EACH 1 AND SHALL BE DISPOSED OF BY THEM OUTSIDE THE RIGHT-OF-WAY
v . PEDESTRIAN SIGNAL HEAD, LED, 1-FACE, BRACKET MOUNTED W/ COUNTDOWN TIMER | EACH 2 AT THEIR EXPENSE. THE SALVAGE VALUE OF THE REMOVED
PEDESTRIAN SIGNAL HEAD, LED, 2-FACE, BRACKET MOUNTED W/ COUNTDOWN TIMER | EACH 1 EQUIPMENT SHALL BE REFLECTED IN THE CONTRACT BID PRICE.
TRAFFIC SIGNAL BACKPLATE, LOUVERED, ALUMINUM EACH 4
FLASHER 0.50 1 EACH CONTROLLER AND CABINET (COMPLETE)
. INDUCTIVE LOOP DETECTOR EACH 7 5 EACH TRAFFIC SIGNAL POST
ENERGY COSTS TO: TOTAL = 376.1 REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT EACH 1 5 EACH 3-SECTION SIGNAL HEAD
FULL-ACTUATED CONTROLLER AND TYPE IV CABINET, SPECIAL EACH 1 2 EACH 5-SECTION SIGNAL HEAD
VILLAGE OF HANOVER PARK UNINTERRUPTABLE POWER SUPPLY, SPECIAL EACH 1 4 EACH TRAFFIC SIGNAL BACKPLATE
a}&ZNIOyE'RLéﬁERKSTIL 60133 PEDESTRIAN PUSH-BUTTON, NON-LATCHING EACH 3 4 EACH PEDESTRIAN SIGNAL HEAD
' REMOVE AND REPLACE ANCHOR BOLTS EACH 3 3 EACH PEDESTRIAN PUSH-BUTTON
ENERGY SUPPLY: CONTACT:__JOE STACHO
PHONE: (630) 424-5704
COMPANY; __COMMONWEAL TH EDISON TS 7860
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